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Introduction

SKM DC Inverter Hi Wall split system are available in different models covering one TR to three TR (1 – 2.5 TR / 3.5 kW 
to 8.5 kW) at nominal AHRI condition, which make them ideally suited for many Application areas. The Outdoor unit a 
small foot print for space saving and a pleasant exterior appearance for the Indoor units.

SKM DC Inverter Hi Wall split system designed accordance with all G.C.C regulations and to conform specifically ESMA 
and G-Mark standards.

SKM DC Inverter Hi Wall split units are suitable to operate in a wide range of ambient temperature. (Minimum ambient in 
Heating mode is 5°F (-15°C), and the maximum ambient in Cooling mode is 140°F (60°C)).

SKM DC Inverter Hi Wall split units are internally wired and all that required to be done on site is refrigerant piping, power 
supply, suitable Indoor unit installation and field wiring, which reduces the installation work and consequently keeps to a 
minimum cost. 

SKM provides qualified service and stock of replacement parts in all major cities of the G.C.C. countries.

You name it.....We cool it
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 SKM reserves the right to change, in part or in whole the specifications of its Air  Conditioning 
Equipment at any time in order to add the latest technology. Therefore, the enclosed information 
may change without any prior notice.
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Hi Wall Mounted Features

Standard Features

Optional Features.

Blue Fins
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MSKM410A-12HDC MSKM410A-18HDC MSKM410A-24HDC MSKM410A-30HDC

V,Hz,Ph 220-240V~ 50Hz, 1Ph 220-240V~ 50Hz, 1Ph 220-240V~ 50Hz, 1Ph 220-240V~ 50Hz, 1Ph
W 1700 2760 3520 4100
A 8.5 13 16 21

Type ROTARY ROTARY ROTARY Twin-Rotary Inverter
Brand GMCC GMCC GMCC GMCC

Capacity     Btu/h 11396 15531 24293 32278
Input          W 861 1176 1950 2595

Rated current(RLA) A 6.3 8.16 8.85 5.10
Refrigerant oil/oil charge  ml RB75EA/500 RB75EA/500 RB75EA/670 RB75EA/1000

Input           W 50 116 116 116
Capacitor       uF / / / /

Speed(Hi/Mi./Lo) r/min 1200/1000/850 1200/950/900 1200/1000/900 1200/1050/950
Fin type (code) Hydrophilic Aluminum Hydrophilic Aluminum Hydrophilic Aluminum Hydrophilic Aluminum

Tube outside dia. and type mm Φ7,Innergroove tube Φ7,Innergroove tube Φ7,Innergroove tube Φ7,Innergroove tube
Coil length x height x width  mm 605x294x26.74 820x336x26.74 820x336x26.74 965x378x40.11

m3/h 605/480/390 1190/910/850 1150/920/810 1300/1100/980
dB(A) 41.5/37/33 49/42/40.5 49.5/45/42.5 44/5/42.5

Dimension (W*D*H) mm 802x189x297 1080x226x335 1080x226x335 1259x282x362
Packing (W*D*H) mm 875x285x375 1155x315x415 1155x315x415 1340x450x380

Net/Gross weight  Kg 8.7/11.1 13.5/17.1 13.8/17.4 18.5/24.4
Input           W 63 115 150 120

Capacitor       uF / / / /
Speed        r/min 850/750/650 800/650/550 810/700/450 950/-/750

Fin type (code) Hydrophilic aluminum Hydrophilic aluminum Hydrophilic aluminum Hydrophilic aluminum
Tube outside dia. and type mm Φ7,Innergroove tube Φ7.Innergroove tube Φ7,Innergroove tube Φ7,Innergroove tube

Coil length x height x width  mm 860x504x26.74 760x651x26.74 1000x756x40.11 1000x756x40.11
dB(A) 54.5 58.5 61 61 

Dimension(W*D*H) mm 800x333x554 845x363x702 946x410x810 946x410x810
Packing  (W*D*H) mm 920x390x615 965x395x765 1090x500x875 1090x500x865

Net/Gross weight  Kg 37.3/39.9 41.4/44.6 59.6/65.4 64.7/70
g R410A/1250 R410A/1680 R410A/2300 R410A/2730

MPa 4.8/1.5 4.8/1.5 4.8/1.5 4.8/1.5
Liquid side/ Gas side  mm(inch) Φ6.35/Φ12.7 (1/4"/1/2") Φ6.35/Φ12.7 (1/4"/1/2") Φ9.52/Φ15.9 (3/8"/5/8") Φ9.52/Φ19 (3/8"/3/4")

Max. refrigerant pipe length   m 25 30 30 50
Max. difference in level       m 10 20 20 25

1.5x4 1.5x4 1.5x4 1.5x4
No-plug No-plug No-plug No-plug

Remote Control Remote Control Remote Control Remote Control
℃ 17-30 17-30 17~30 17~30

Indoor (Cooling/Heating) ℃ 17-32/0-30 17-32/0-30 17-32/0-30 17-32/0-30
Outdoor (Cooling/Heating) ℃ 0-60/-15-30 0-60/-15-30 0-60/-15-30 0-60/-15-30

Model

Power supply

Room  temperature

Refrigerant type/Charge
Design pressure             

Recommended Wiring Connection     
Plug type

Controller type
Operation temperature

Compressor

Indoor Fan Motor

Indoor coil

Indoor unit

Outdoor Fan Motor

Outdoor coil

Outdoor unit

Refrigerant piping

Max. input consumption        
Max. current               

Indoor air flow (Hi/Mi./Lo)
Indoor noise level (Hi/Mi./Lo)

Outdoor noise level        

Unit Specifications

Note:

1. The above design and specifications are subject to change without prior notice for product improvement.
2. The values given in the table for the noise level reflect the levels in anechoic chamber.
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Unit Performance: 

1. The design conditions are based as per AHRI standards 210/240:
    a. The evaporator air entering of 80°F/67°F (26.7°C/19.4°C)  DB/WB temperature and at 95°F outside air dry bulb for T1 conditions.
     b. The evaporator entering air conditions of 84.2°F/66.2°F(29.0°C/19.0°C) DB/WB and condenser entering air temperature of
     114.8°F(46°C) DB for T3 conditions.
     c. The evaporator entering air conditions of 68°F/59°F(20°C/15°C) DB/WB and condenser entering air temperature of 44.6°F (7°C) DB for   
     Heating conditions
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MSKM410A-12HDC MSKM410A-18HDC MSKM410A-24HDC MSKM410A-30HDC

Capacity Btu/h 12000 (3500-16000) 18000 (5200-21000) 23000 (6400-26000) 27000 (8400-32000)
Input W 863（260-1600） 1300（400-1880） 1640（470-2400） 2248(650-2900)

Rated current A 4.0 5.9 7.1 9.77
EER Btu/h.W 13.9 13.8 14.0 12.0
COP W/W 4.08 4.06 4.11 12.01 

Capacity Btu/h 10302 (3600-16500） 15982 (5400-21800） 18765 (7700-31500） 23000 (8600-33000)
Input W 1067（280-1750） 1626（420-2000） 1971（495-2650） 2603(700-3100)

Rated current A 4.90 7.27 8.87 11.7
EER Btu/h.W 9.7 9.8 9.5 8.8
COP W/W 2.83 2.88 2.79 3.43

Capacity Btu/h 11850 17889 25443 27613
Input W 944 1376 2112 2090

Rated current A 4.36 6.15 9.42 9.38
COP W/W 3.68 3.81 3.53 3.87

Model

Cooling (T1)

Heating

Cooling (T3)



INDOOR UNIT- MSKM410A -12HDC to 30HDC

Dimension W D H
MSKM410A-

12HDC 802 189 297
18HDC 1080 226 335
24HDC 1080 226 335
30HDC 1259 282 362

mm
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OUTDOOR UNIT- MSKM410A -12HDC

OUTDOOR UNIT:- MSKM410A-18HDC
OUTDOOR UNIT- MSKM410A-18HDC

H

OUTDOOR UNIT:- MSKM410A-12HDC

800  W333  D

55
4
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946 W

810 H

410 D

810 H

OUTDOOR UNITS:- MSKM410A-24HDC & 30HDC

OUTDOOR UNIT - MSKM410A - 24HDC & 30HDC
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For SKM Regional Offices & Distributors
visit: www.skmaircon.com

 HEAD OFFICE HEAD OFFICE

CONTACT USCONTACT US

P.O Box: 6004, Sharjah,
United Arab Emirates

Email: sales@skmaircon.com
Email: info@skmaircon.com

spareparts.skm@skmaircon.com
Spare Parts Division 

aftersales.skm@skmaircon.com 

Service Center

Tel:  +971 6 514 3333
Fax: +971 6 514 3300
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